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3PL Twin Rotor Slasher – Light duty 

The KANGA Light Duty Twin Rotor Slashers 
have been engineered to suit tractors up to 
50hp.  

Manufactured in Australia, three (3) high 
ratio gearboxes are coupled to two (2) 
lowered high tensile cutter bars.  This, 
along with a compact deck design, allows 
us to produce an implement with a wider 
cutting width than would be possible for 
tractors of this horsepower range in a 
single rotor cutter.  

With options that allow for cut material 
to be side discharged (left and right), this 
compact twin rotor cutter can also be used 
in vineyards and orchards.

Parts  
100.411a KANGA Mini stepped blade (pair)
100.412 KANGA Mini 1/2” blade bolt kit

Code KMH50 - 135 KMH50 - 150 KMH50 - 180
Description 1.35m LD Twin Rotor Cutter 1.5m LD Twin Rotor Cutter 1.8m LD Twin Rotor Cutter

Construction 3mm, square, folded, 'clean top' deck with reinforced subframe

Gearbox 50hp, 540rpm, high speed

PTO shaft/clutch Series 4 with 150mm (6”) friction (slip) clutch

Skids Positive locking, four (4) positions, adjustable (50 - 140mm)

Cutter bar Lowered, bolt together, high tensile steel

Blades Heat treated, spring steel clockwise and anti-clockwise on hardened bushes

Linkage/Mounting Double clevis, category 1

Tower position(s) Centre mounted

Finish High build primer and equipment enamel top coat

Stone guards Front and rear chains (6mm) incorporated into the deck

Wheels 400mm solid rubber, 360° turning

Overall width (mm) 1470 1620 1920

Cutting width (mm) 1300 1450 1750

Cutting height (mm) 50 - 250 (max. 140 on the skids)

Tractor range (hp) 30 - 50 35 - 50 40 - 50

Blade tip speed (ft/min) 11,240 12,460 14,730

Options  
KMH50-RR Height adjustable rear roller (in lieu of wheels)
KMH50-TSD Convert implement to twin side discharge


